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IC sample-preparation cartridges



204 IC-RP sample-preparation cartridge (6.1012.X00)

Material RP

Application For the non-polar solid-phase extraction. The cartridge removes organic substances.

Quantity 50 10

Bed volume 0.5 mL 0.5 mL

Connection Luer Luer

Order number 6.1012.000 6.1012.100

IC-H sample-preparation cartridge (6.1012.X10)

Material Cation exchanger in acid form

Application For the elimination of interfering cations. The cartridge can also be used for the 

neutralization of alkaline samples. 

Quantity 50 10 25

Bed volume 0.5 mL 0.5 mL 1.5 mL

Capacity 0.8 mmol 0.8 mmol 2.0 mmol

Connection Luer Luer Luer

Order number 6.1012.010 6.1012.110 6.1012.210

IC-Ag sample-preparation cartridge (6.1012.X20)

Material Cation exchanger in silver form

Application For the removal of halides.

Quantity 50 10 25

Bed volume 0.5 mL 0.5 mL 1.5 mL

Capacity 0.8 mmol 0.8 mmol 2.0 mmol

Connection Luer Luer Luer

Order number 6.1012.020 6.1012.120 6.1012.220



205IC-OH sample-preparation cartridge (6.1012.X30)

Material Anion exchanger in hydroxide form

Application For the neutralization of extremely acidic samples.

Quantity 50 10

Bed volume 0.5 mL 0.5 mL

Capacity 0.6 mmol 0.6 mmol

Connection Luer Luer

Order number 6.1012.030 6.1012.130

IC-Na sample-preparation cartridge (6.1012.X40)

Material Cation exchanger in sodium form

Application For the elimination of cations.

Quantity 50

Bed volume 0.5 mL

Capacity 0.8 mmol

Connection Luer

Order number 6.1012.040

IC-C18 sample-preparation cartridge (6.1012.X50)

Material C18

Application For the removal of polar substances; not suitable for F– determination.

Quantity 50

Bed volume 0.5 mL

Connection Luer

Order number 6.1012.050
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IC accessory parts

PEEK inline filter (6.2821.120)

Coupling safety olive with PEEK inline filter (6.2744.180)

Ordering information

PEEK inline filter			   6.2821.120

Replacement filters (10 pcs.)			   6.2821.130

Ordering information

Coupling safety olive with PEEK inline filter			   6.2744.180

Replacement filters (10 pcs.)			   6.2821.130

The inline filter in the PEEK housing not only removes 

all particles of mineral origin, but also algae and bacteria. 

The exclusion diameter of 2 µm ensures that no con-

tamination can damage the column or the suppressor.

The coupling safety olive with PEEK inline filter connects 

the tube of the peristaltic pump with the following sys-

tem, e.g. with the suppressor or with the post-column 

reactor (PCR). On the one hand, this prevents the tube of 

the peristaltic pump from detaching unintentionally, 

while on the other hand all particles with a diameter of 

greater than 2 µm are effectively removed from the flow 

of liquid.
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