








Audit with tiamo™ — sure!

2 4 Complete Audit Trail
Each action performed by a tiamo™ user is stored auto- be prepared by pressing a button — from installation
matically in the Audit Trail. This means that you can through to the last titration, from the start of the pro-
obtain a detailed record of which employee performed gram through to the closing of the program.
what action at what point in time. Data for an audit can
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All data records are stored in tiamo™ together with
their version. Protect your results against accidental or
deliberate manipulation. Use the history function to
show each version of your data. All alterations to
electronic data are documented automatically — audits
can no longer worry you.
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Information

Be absolutely certain and place your confidence in the
complete traceability of Metrohm software and hard-
ware for your titrations. Each data record contains all the
raw data necessary to ensure traceability. Unique in the
world is the fact that each component used to generate
the data is documented.
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Ordering information

tiamo™ is available in three different versions and offers a suitable system for every application

tiamo™ 2 light

tiamo™ 2 full

tiamo™ 2 multi

Order number

Max. number of devices per PC
Supported devices

Dialog languages

The current order number can be found on our website.

21)
See
English, German”

2)

Unlimited
See”

English, German’

Unlimited
See”

English, German”

Meets the requirements of
FDA 21 CFR Part 11

User administration .
Security policy

Audit Trail
Client-server support
Licenses 1
Additional licenses (optional)
Data export to LIMS

Parallel titration

Upgrade available .

.4>

1) Please note that a balance or a barcode reader also counts as a connected device.

2)

Titrando 808, 809, 835, 836, 841, 842, 854, 856, 857, 867, 888, 890, 901, 902, 904, 905, 906, 907
Titrino 702, 716, 718, 719, 720, 721, 736, 751, 758, 784, 785, 794, 795, 798, 799

Measuring 712, 856, 867

instruments

KF Coulometers 756, 831, 851, 852

Sample changers| 730, 774, 778, 789, 814, 815, 855, 864, 874
Others 846, 859, balances, barcode reader, Avantes spectrometer...

3) Regular language updates in e.g. Chinese, French, Italian, Japanese, Polish. Portuguese, Russian, Slovakian and

Traditional Chinese

4) The current order numbers can be found on our website www.metrohm.com.
The serial no. of the tiamo™ multi version is required for ordering additional licenses!

License policy for the client-server version
Metrohm offers you a favorable license program.
tiamo™ multi uses runtime licenses, i.e. a license is only
required for those tiamo™ installations that are in use at
the same time. In practice this means that you do not
need to purchase a separate license for your office com-
puter. When you have finished your measurements in the
laboratory, you can continue to use tiamo™ in your
office without needing an additional license.

Regular updates!

tiamo™ is constantly being extended, updated and the
latest generation of Metrohm instruments is always
being incorporated. If you decide to use tiamo™ you
will continue to benefit from new and extended versions
of our software in the future and will always be right
up-to-date in titration analysis.



System requirements

Minimum system requirements 2 7
Processor Pentium 4; clock rate 1 GHz

Working memory 1 GB (Windows 2000/Windows XP) 2 GB (Windows Vista)

Free hard disk memory 500 MB for program

Free data memory 2 GB (for approx. 5000 determinations)

Operating system Windows 2000 SP4, Windows XP Professional, Windows Vista, Windows 7

USB interface for devices with USB interface

Serial interface for devices with RS232 interface

Additional system requirements for tiamo™ server

Data line 10 MBit/s, stable and permanent
communication by means of TCP/IP

Operating system Windows 2000 SP4, Windows XP Professional SP2, Windows 2000/2003 Server,
Windows Vista
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